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The energy consumption in Egypt has increased sharply in the past few years, and ultra-energy eﬃcient technologies are desperately
needed for the national energy policy. This paper discusses and explores the possibilities oﬀered by the use of nanomaterial technology
which integrates with building envelope to improve the Energy eﬃciency and reduce energy consumption in buildings by the use of
energy simulation software. The current study was aimed at testing the thermal performance of the Nano Thermal Model (NTM)
and measuring heat-Transfer Rate, especially the quantity of Heat gain/loss through fabric, compared to conventional building envelope
materials (baseline model) under typical Egypt-Aswan weather conditions. The results indicate the use of nanomaterials can improve the
thermal performance of a building in hot dry climate like Egypt, that especially needed cooling loads during the summer months. It also
shows that the nanomaterials integrated with the envelope of the future building will achieve the lowest scientiﬁcally and empirically
recorded values of heat transition in the ﬁeld of construction. This lowest rates of the fabric heat transfer through the envelope is up
to 72% when comparing the performance of the wholly Nano Thermal Model to the traditional model improved.
 2014 The Gulf Organisation for Research and Development. Production and hosting by Elsevier B.V.
Keywords: Energy consumption; Energy eﬃciency; Nanomaterials; Nano Thermal Model; Thermal performance
Open access under CC BY-NC-ND license.1. Introduction
The sector of architecture, engineering and construction
may accept a wide range of Nanotechnology applications
and the nanomaterials. There is an increasing rate of
spending and ﬁnancial support for developing the nanoma-
terial technology with the target of gaining short run2212-6090 2014 The Gulf Organisation for Research and Development. Prod
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Production and hosting by Elsevierproﬁts for their great commercial value (Ge and Gao,
2008). Architectural Engineering and construction technol-
ogy which are based on nanomaterials experience a lot of
signiﬁcant changes and constant developments that were
the most important results of the chief technologies in the
21st century. Creating all the suitable conditions for
achieving accuracy at the molecular and atomic level in
materials engineering has led to production of materials
of many unique qualities which in turn has provided new
and promising solutions for many problems such as; reduc-
ing the rate of heat absorption in the outer envelope of the
building, ﬁre resistance, avoiding energy loss, resources
conservation, reducing pollution, raising the internal envi-
ronment eﬃciency, extending the life span of the building
materials, lowering the costs of maintenance and process-
ing, reducing and controlling the construction loads anduction and hosting by Elsevier B.V.Open access under CC BY-NC-ND license.
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etc. (Lalbakhsh and Shirazpour, 2011).
Therefore, the nanomaterials integrated with the enve-
lope of the building are considered excellent economic
alternatives which save a lot of money while raising the eﬃ-
ciency of the constructed environment and addressing the
future environmental challenges (Lalbakhsh and Shirazpour,
2011). Nanomaterial technology will serve to provide much
more internal and external architectural designs with
human senses interaction due to the freedom given to the
architects to develop the function and format to meet the
various needs of users.
2. Background of nanomaterials
The term Nano is the literal derivative of the Greek
word “Nanos” which means “dwarf” or a very small thing
(Qian and Juan, 2004). Overall, the nanomaterials can be
deﬁned according to the scientiﬁc committee of the Euro-
pean Union as “Materials which have one or more external
dimensions or an internal structure which can exhibit new
properties compared to the same materials without the
nanometric characteristics, or they are a sort of materials
which are composed of separate functional parts and many
of them have one or more dimensions with a measure of
100 nanometre or less”.
3. An overview of energy performance analysis
3.1. Background of energy performance of the building
envelope
Climate change and increasing energy costs have drawn
large attention to energy performance and eﬃciency. In
2010, electricity consumption in residential (39.9%), indus-
trial (32.7%), commercial (8.1%) and governmental (4.6%),
buildings reached 58% of total electric energy demand in
Egypt. Diﬀerent studies have shown that the primary
energy supply will not meet the demand starting from
2015; this gap is widening after 2020 (NREA, 2010). As a
result, the demand for building envelope analysis, in which
the physical separator of the building’s interior and the
exterior environment is evaluated, has increased. Rising
energy costs, government regulations, new construction
techniques and materials, and growing concerns about
occupant health are further boosting this demand.
Minimising heat transfer through the building envelope
is crucial for reducing the need for space heating and cool-
ing. In cold climates, the building envelope can reduce the
amount of energy required for heating; in hot climates, the
building envelope can reduce the amount of energy
required for cooling. A building envelope is the key factor
that determines the quality and controls the indoor condi-
tions irrespective of transient outdoor conditions (Sadineni
et al., 2011). The inputs to Envelope-Related Energy
Demand are areas of envelope elements (external walls,
roofs and windows), U-values of envelope materials andsite related parameters, concerning temperature and solar
irradiation (Granadeiro et al., 2013).
The thermal energy performance of the building enve-
lope and sustainability is signiﬁcant to achieve optimal per-
formance of buildings. Moreover, researches have shown
that building envelopes contribute more than 50% of the
embodied energy distribution in major building elements
in residential buildings; it also contributes approximately
50–60% of the total heat gain in buildings (Mwasha
et al., 2011).
3.2. The fabric heat transfer
Whenever there is a temperature diﬀerence between the
conditioned indoor space of a building and outdoor ambi-
ent, heat is lost from buildings through the fabric of the
building itself (roof, walls, ﬂoor, windows and doors) and
through inﬁltration of cold air via any holes and gaps
(Oxford, 2013). This is known as fabric heat gain or loss,
depending upon whether heat transfer is to the building
or from the building, respectively. The fabric heat transfer
includes sensible heat transfer through all the structural
elements of a building, but does not include radiation heat
transfer through fenestration. Exact analysis of heat trans-
fer through building structures is very complex, as it has to
consider (Nptel, 2013):
1. Geometrically complex structure of the walls, roofs etc.
consisting of a wide variety of materials with diﬀerent
thermo-physical properties.
2. Continuously varying outdoor conditions due to varia-
tion in solar radiation, outdoor temperature, wind
velocity and direction etc.
3. Variable indoor conditions due to variations in indoor
temperatures, load patterns etc.
For the fabric heat transfer calculations, the indoor con-
ditions are generally assumed to be constant to simplify the
analysis.
4. Model veriﬁcation
4.1. Content and scope of the study
The research has done the empirical study – complemen-
tary of the analytical study at the level of design concepts
and their contributions to the sustainable building assess-
ment systems – relating to designing a thermal model to
simulate the energy performance in the future architecture
of a nano building constructed with nano materials which
is illustrated in detail in the previous analytical study.
The empirical part aims at selecting the thermal perfor-
mance for the nano model and indicating rates of saving
energy consumption, rates of gained and lost energy, rates
of internal thermal loads. This is done by comparing the
nano model with the standard model and traditional build-
ing materials – to investigate the possibility of achieving
Figure 2. The calculated information of the thermal base case for zone3.
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points and high rates of performance of energy that repre-
sents the greatest relative weight in all sustainable building
assessment systems.
The empirical study was designed to include the struc-
ture of the envelope of the nano building and conducting
the study at various levels of design to ensure achieving
the required rates of energy performance at each level
apart, then examining the whole model so that the study
involves examining the performance of the following
elements:
- Paints, coatings and insulation materials in the envelope
of the building “Thermal Model Solids”.
- Windows and openings in the envelope of the building
“Thermal Model Voids”.
Fig. 1 shows the chosen base case thermal model in the
study. When making the comparison among the above
mentioned elements regarding nanomaterials (solids and
voids), all other factors such as occupancy schedules, oper-
ation schedules, orientation, ventilation rates, inﬁltration
rates and internal design conditions are the same as shown
in Fig. 2. All measures and empirical tests were done using
the methods of simulation and analysing the building’s
energy with advanced software through Autodesk EcotectFigure 1. The base case thermal modeAnalysis 2011 software. From comparison between diﬀer-
ent computer based programs, study chooses to use Ecotect
program because of its facilities with respect to make a per-
fect induction about thermal performance of building andl/Autodesk Ecotect Analysis 2011.
J F M A M J J A S O N D
00
00102
00204
00306
00408
005001
0
10
20
30
40
50
0
2
4
6
8
10
12
8
4
0 D
A
Y
L
T
I
R
R
A
D
T
E
M
P
CLIMATE SUMMARY
9am
Wind
3pm
Wind
J F M A M J J A S O N D
0k
2k
4k
6k
8k DEGREE HOURS (Heating, Cooling and Solar)
H
C
S
NAME:  ASW AN
LOCATION:  EGY
DESIGN SKY:  Not Available
ALTITUDE:  194.0 m
©  W eather T ool
LATITUDE:  24.0°
LONGITUDE:  32.8°
TIMEZONE:  +2.0 hrs
Figure 3. Summary of climatic conditions in Aswan city during the simulation.
Figure 4. Thermal properties of the baseline model materials A – Paints and coatings.
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(Crawley et al., 2008). All results are put into diagrams,
tables and charts, and then they were compared and ana-
lysed comprehensively to indicate what is concluded in this
respect.The rates of thermal ﬂow through the envelope of the
building were also measured given the value of whole ther-
mal transmission of the model’s elements and calculating
the rates of heat exchange and total heat exchange of the
outer envelope.
Figure 5. Thermal properties of the baseline model materials B – Paints and coatings.
Figure 6. Thermal properties of the Nano model materials – Paints and coatings.
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Figure 7. Rates of fabric heat transfer through the envelope of the baseline model A – Paints and coatings.
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the researches and scientiﬁc and technical reports of the
research which follow the companies and organizationsspeciﬁed in Nanotechnology that play a central role in
aﬀecting the rates of energy consumption (Oxford, 2013;
Nansulate, 2013; Nanogel, 2013; Dowcorning, 2013).
Figure 8. Rates of fabric heat transfer through the envelope of the baseline model B – Paints and coatings.
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Figure 9. Rates of fabric heat transfer through the envelope of the Nano model – Paints and coatings.
Figure 10. Thermal properties of the baseline model materials – Thermal insulation of external walls.
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Figure 11. Thermal properties of the Nano model materials – Thermal insulation of external walls.
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Figure 12. Rates of fabric heat transfer through the envelope of the baseline model – Thermal insulation of external walls.
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Figure 13. Rates of fabric heat transfer through the envelope of the Nano model – Thermal insulation of external walls.
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Figure 14. Thermal properties of the baseline model materials – Thermal insulation of external roofs.
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The research study was conducted in the city of Aswan –
as a standard model for cities with very hot and dry climate
in Egypt. It is the capital of Aswan governorate and the
most important city in Nuba – the cultural region which
was the southern gate of Egypt for a long time and which
lies on the east bank of the River Nile.
The above variables were formulated under the climate
stability of the region in Aswan city and under the con-
stancy of all the additional building factors except those
included in the variables of the study. The climatic condi-
tions during the experiment are summarised in Fig. 3.
5. Validation tests
5.1. Paints and coatings of the envelope of the building
“Solids – Part A”
The thermal model in the empirical study was assumed
by designing the section of the envelope provided with tra-
ditional, nano paints and coatings and indicating the ther-
mal and physical characteristics and comparing rates of
thermal behaviour and performance of the materials used
in the alternatives studied as shown below.
The Baseline model [A] (traditional building materials).
See Fig. 4.
(1) The outer layer: traditional paints – cement layer,
30 mm thick.
(2) Brick masonry layer: 250 mm thick.
(3) The internal layer: traditional paints – cement layer,
30 mm thick.
The Baseline model [B] (traditional building mate-
rial + outer Nano materials). See Fig. 5.
(1) The outer layer: Nano paints layer, 30 mm thick.(2) Brick masonry layer: 250 mm thick.
(3) The internal layer: traditional paints – cement layer,
30 mm thick. See Fig. 5.
The Nano model (Nano materials). See Fig. 6.
(1) The outer layer: Nano paints layer, 30 mm thick.
(2) Brick masonry layer: 250 mm thick.
(3) The internal layer: Nano paints layer, 30 mm thick.
5.1.1. Comparison of the thermal performance of paints and
coatings
The performance of the Baseline model [A]. (See Fig. 7).
The performance of the Baseline model [B] (traditional
building materials + outer Nano materials). (See in Fig. 8).
The performance of the Nano model (Nano materials).
(See Fig. 9):5.2. Thermal insulation of the building envelope “Solids –
Part A”
5.2.1. External walls
The thermal model in the study was assumed by design-
ing the section of the envelope provided with traditional or
Nano thermal insulation and indicating the thermal and
physical characteristics and comparing rates of thermal
behaviour and performance of the materials used in the
alternatives studied as shown below.
The Baseline model (traditional building materials). See
Fig. 10.
(1) The outer layer: traditional paints – cement layer,
20 mm thick.
(2) Brick masonry layer: 100 mm thick.
(3) Thermal insulation layer: polystyrene foam, 50 mm
thick.
Figure 15. Thermal properties of the Nano model materials – Thermal insulation of external roofs.
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Figure 16. Rates of fabric heat transfer through the envelope of the baseline model – Thermal insulation of external roofs.
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(5) The internal layer: traditional paints – cement layer,
20 mm thick.
The Nano model (Nano materials). See Fig. 11.
(1) The outer layer: traditional paints – cement layer,
20 mm thick.
(2) Brick masonry layer: 100 mm thick.
(3) Thermal insulation layer: Nano Vacuum Insu-
lated Panel, 50 mm thick.
(4) Brick masonry layer: 100 mm thick.
(5) The internal layer: traditional paints – cement layer,
20 mm thick.5.2.2. Comparison of the thermal performance of thermal
insulation of external walls
The performance of the Baseline model (traditional
building materials). See Fig. 12.The performance of the Nano model (Nano materials).
See Fig. 13.
5.3. External roofs
The thermal model in the empirical study was assumed
by designing the section of the outer envelope provided
with traditional or nano thermal insulation and indicating
the thermal and physical characteristics and comparing
rates of thermal behaviour and performance of the materi-
als used in the alternatives studied as shown below:
The Baseline model (traditional building materials). See
Fig. 14.
(1) The outer layer: ceramic tiles, 10 mm thick.
(2) Cement mortar layer: 10 mm thick.
(3) Sand layer: 10 mm thick.
(4) Thermal insulation layer: polystyrene foam, 50 mm thick.
(5) The internal layer: concrete ﬂoor, 150 mm thick.
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Figure 17. Rates of fabric heat transfer through the envelope of the Nano model – Thermal insulation of external roofs.
Figure 18. Thermal properties of the baseline model materials – Single glazed glass.
Figure 19. Thermal properties of the baseline model materials – Double glazed glass.
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(1) The outer layer: ceramic tiles, 10 mm thick.
(2) Cement mortar layer: 10 mm thick.(3) Sand layer: 10 mm thick.
(4) Thermal insulation layer: Nano Vacuum Insu-
lated Panel, 50 mm thick.
Figure 20. Thermal properties of the Nano model materials – NanoGel glass.
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Figure 21. Rates of fabric heat transfer through the envelope of the baseline model – Single glazed glass.
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Figure 22. Rates of fabric heat transfer through the envelope of the baseline model – Double glazed glass.
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Figure 23. Rates of fabric heat transfer through the envelope of the Nano model – NanoGel glass.
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Figure 24. Rates of fabric heat transfer through the envelope of the baseline model.
220 A. Rashwan et al. / International Journal of Sustainable Built Environment 2 (2013) 209–223(5) The internal layer: concrete ﬂoor, 150 mm thick.5.3.1. Comparison of the thermal performance of thermal
insulation of external roofs
The performance of the Baseline model (traditional
building materials). See Fig. 16.
The performance of the Nano model (Nano materials).
See Fig. 17.
5.4. Windows and opening of the building envelope “Voids –
Part B”
The thermal model in the empirical study was assumed
by designing the section of the envelope provided withtraditional or Nano glass indicating the thermal and phys-
ical characteristics and comparing rates of thermal behav-
iour and performance of the materials used in the
alternatives studied as shown below:
The Baseline model (traditional building materials):
(A) Single glazed glass: one layer of glass, 6 mm thick.
See Fig. 18.
(B) Double glazed glass: two panes of glass (low-e), 6 mm
thick. See Fig. 19.
The Nano model (Nano materials). See Fig. 20.
One layer of NanoGel glass, 10 mm thick.
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windows
The performance of the Baseline model (Single glazed).
See Fig. 21.
The performance of the Baseline model (Double glazed
– Low e). See Fig. 22.
The performance of the Nano model (Nano materials).
See Fig. 23.
5.5. The overall thermal performance of the building
envelope
The performance of the Baseline model (traditional
building materials). See Fig. 24.02
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Figure 26. Achieving the lowest value recorded scientiﬁcally of heat transfer v
baseline model.The performance of the Nano model (Nano materials).
See Fig. 25.6. Discussion and conclusion
From the comparison among all the previous cases and
simulation studies which are summarised in Figs. 26–28, we
can conclude that:
- The thermal performance of the Nano paints was totally
better thanthatof the traditionalpaints. It reduced the rates
of the heat exchange process outcome through the outer
envelope to 40% in the case of the external and internalAug Sep Oct Nov Dec
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alues of Nano model which amounted to over 70% when compared to the
Figure 27. Achieving ultra-low U-values and advanced performance of Nano model less than baseline model.
Figure 28. Increasing the thermal lag values of Nano model compared to the baseline model.
222 A. Rashwan et al. / International Journal of Sustainable Built Environment 2 (2013) 209–223surfaces and up to 30% in the case of the external surfaces
only. This conﬁrms the possibility of access to convergent
rates in the thermal performance in both cases.
- Using the Nano insulating layers in the outer walls can
achieve better values of fabric heat transfer than walls
insulated with the traditional substances (such as poly-
styrene) which were of the best insulating substances
that have high rates of performance. The study
concluded that Thermal transmittance coeﬃcient
(U-value) is eight (8) times less than traditionalinsulation materials, which has resulted in reducing rates
of fabric heat transfer through the envelope by 45%.
- Achieving optimal values of Thermal transmittance coef-
ﬁcient (U-value) of the roof insulation that is nine (9)
times less than traditional insulation materials, as well
as reducing the outcome of fabric heat transfer between
the outer environment and the inner space by 44%.
- The signiﬁcant inﬂuence of windows in the building
envelope on the thermal performance and heat exchange
processes can be achieved by using Nano glass material.
A. Rashwan et al. / International Journal of Sustainable Built Environment 2 (2013) 209–223 223They led to reduction in the heat exchange processes
over the windows made of single monolayer glass by
81%. This value was 55% with respect to the windows
made of dual-layer low-emission glasses, which are of
the best types in reducing rates of thermal transition
and enhancing the thermal performance of the inner
space.
- The nanomaterials integrated with the envelope of the
future building achieved the lowest scientiﬁcally and
empirically recorded values of heat transition in the ﬁeld
of construction. The lowest rates of heat exchange in the
envelope is up to 72% when comparing the performance
of the wholly Nano Thermal Model to the traditional
model improved.
- Using the nanomaterials can improve the thermal per-
formance of a building, especially needed cooling loads
during the summer months, and achieve an ultra-low
U-value and advanced performance of fabric gains
(Walls: 40% – roofs: 44% – Windows: 81% – Overall:
72%) less than baseline model.
- The thermal lag value of the Nano paints (12.05 h) and
Nano insulation (walls: 16.48 h – roofs: 12.66) was bet-
ter than that of the traditional insulation materials.
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